/METALTEX

Conector mini header para PCI / PCB mini header connector

Chave de cédigo / How to order

W (500

Nuamero de contatos por fileira / Number of contacts per row
01 a (to) 40

S: Fileira simples / Single row
D: Fileira dupla / Double row

N: Montagem em PCl (PCB assembly) 90°
C: Montagem em PCI (PCB assembly) 180°

Especificagbes / Specifications

rCorrente maéxima / Current rating 3A )
Tens&o nominal / Rated voltage 125VCA-VCC / VAC-VDC
Resisténcia de contato inicial max. / Maximum initial contact resistance 20 mQ
Resisténcia de isolacdo min. / Minimum insulation resistance 5000 MQ
Rigidez dielétrica / Withstanding voltage 1000 VCA / VAC (1 minuto / minute)
Temperatura de operacdo / Operate temperature range -40°C a (to) +105°C
Material do isolador / Insulator material Poliéster (Polyester) UL94V-0
LMaterial dos contatos / Contact material Latdo / Brass )

Dimensdes e diagramas / Dimensions and layouts

Di PClI Diagrama PCI
MCS ~ Diagrama MCD Printed circuit layout
Printed circuit layout
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A=2,54 x n° de contatos por fileira -2,54 / 2.54 x number of contacts per row -2,54

B=2,54 x n° de contatos por fileira +0,3 / 2.54 x number of contacts per row +0,3

Tolerancias néo indicadas +0,2mm / Not indicated tolerance +0.2mm Todas as dimensdes em milimetros / All dimensions in milimeters
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